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GENERAL NOTES
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W
INSTALL SINGLE MAST ARM POLE 27, 60’ MAST ARM WITH SIGNAL HEADS, SIGNS. VIDEO Sk 32 2
TRAFF1C DETECTION CAMERA AND LUMINAIRE AS SHOWN. (NOTE: 1~3" SCHEDULE 80 PVC CONDUIT BEND % F
IN FOUNDATION). —
INSTALL SINGLE MAST ARM POLE 27°. 60' MAST ARM WITH SIGNAL HEADS. SIGNS AND VIDEQ TRAFFIC _ | | o | |
TO BALTD CITY LINE DETECTION CAMERA AS SHOWN. (NOTE: 1-2*, 2-3* SCHEDULE 80 PYC CONDUIT BENDS IN FOUNDATION). = v R 1. %hk gEzDEREIEEEﬁgYSEQ%gT?EGIggg?;bEgTAND-DPERATIUNAL PRIOR TO
T | INSTALL SINGLE MAST ARM POLE 27, 70’ MAST ARM WITH SIGNAL HEADS, SIGNS. VIDEO TRAFFIC - =\ ! EMUVEC o X197 ANt MED N 1T T TR
_ OLE O AM WITH S1CNAL HEADS, SIBNS. VIDED 1 | 8 2. REVISION “E” IS A REVISION TO THE TRAFFIC CONTROL SIGNAL BUILT IN
DETECTION CAMERA AND LUMINAIRE AS SHOWN. {(NOTE: 1-3" SCHEDULE 80 PVC CONDUIT BEND IN FOUNDATION). ppoposED o 1972 UNDER SHA CONTRACT NO. B-284-485.
INSTALL SINGLE MAST ARM POLE 27. 50’ MAST ARM WITH SIGNAL HEADS. SIGNS AND VIDEO TRAFFIC OVERFEAD g SHEL L 3. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS

DETECTION CAMARA AS SHOWN. (NDTE: 1-3* SCHEDULE 80 PYC CONDUIT BEND IN FOUNDATION). POWER FEED ARE SCHEMATIC AND ARE NOT TO BE CONSIDERED COMPLETE. THE
CONTRACTOR SHALL BE REPONSIBLE FOR NOTIFYING UTILITY COMPANIES

INSTALL NEW NEMA SIZE ‘6’ BASE-MOUNTED CABINET WITH ALL NECESSARY EQUIPMENT. (NOTE: 2-2°, _ : - 7 . . 7
| \\ GAS STATION PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE

®
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hna otz o T - oL e OV TRAETOR CEERI VR Al W COPRRMTR B
INSTALL MICROLOGP DETECTOR PROBES. . g//fﬂ S (CLOSED) NOTIFY THE APPROPRIATE PROJECT ENGINEER IMMEDIATELY.

INSTALL 6 FT. X 6 FT. VEHICLE LOOP DETECTORS (4 TURNS). -

INSTALL “
INSTALL
INSTALL

INCH POLYVINYL CHLORIDE ELECTRICAL CONDUIT SCHEDULE 80 — TRENCHED. |
INCH POLYVINYL CHLORIDE ELECTRICAL CONDUIT SCHEDULE 80 - TRENCHED.

INCH POLYVINYL CHLORIDE ELECTRICAL CONDUIT SCHEDULE 80 — TRENCHED.
INSTALL INCH POLYVINYL CHLORIDE ELECTRICAL CONDUIT SCHEDULE 80 — BORED.
INSTALL INCH POLYVINYL CHLORIDE ELECTRICAL CONDUIT SCHEDULE 80 - BORED. “ \
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ENGINEERING

Fﬁ?ﬁﬁ%ﬁ‘_ﬁ%%wwmw TRAFFIC ENom | DIVISION - _ 1 \ B Q \
USE EXISTING HANDHOLE. [ — “"‘\O N/““’ TRAFFIC ENGINEERING DESIGN DIVISION
ABANDON EXISTING CONDUIT. [ non 24128028 o ASST. CHEF TRAFFIC EREERSNG DESIOH DYVSON SIGNALIZATION PLAN

ABANDON EXISTING HANDHOLE. ._ W R N N S e LS 45 U ASK TIGHWAY) AND MIDDLE RIVER ROAD
REMOVE EXISTING CABINET. N TTTT [CstaL £/p o S10E STREET \SKIHICHWAY) AND MIDDLE
REMOVE EXISTING STRAIN POLE. SIGNAL HEADS AND SIGNS. | WAPPROACHES. AS-BUILT. ML R, A e

REMOVE ISTING STRA'R ~U- SNAL T | | | | | e R — oL e —— : S o
REMOVE AND REPLACE EXISTING SIDEWALK. CENTURY ENGINEERING, INC. b I b1 1 __?,1’5/_91 /V\FTEET .gx::ﬂ?gy L.T. & B.T. _ l;::‘.::x ;ggi)?;lss) ] ;gag
_ , . |5 » 3-284-485 e DEBAE) SHEET NO.

INSTALL INCH LIQUID TIGHT FLEXIBLE NON-METALIC CONDUIT FOR LOCP DETECTOR LEAD-IN.
USE EXISTING CONDUIT.

“UTILITY LEGEND

GAS MAIN

WATER MAIN

SEWER MAIN
ELECTRIC CABLES
AERIAL CABLES
TELEPHONE CABLES

VIDEO IMAGING VIRTUAL LOOP LOCATION (TO BE CONFIGURED BY SHA). o B . _ ,
DISCONNECT EXISTING INTERCONNECT CABLE FROM EXISTING CABINET. PULL CABLE BACK TO CONSULTING NEST Roap e é’:‘%!é‘i'g ';EBPJ’.EEEES’SE&‘"S?E;?F _ SCALEx I'=20 . COUNTY:  BALTIMORE | T.JMS.NO.
EXISTING HANDHOLE LABELED 'a’. REROUTE TO PROPOSED BASED MOUNTED CABINET. =~~~  owsonmwamav s 0 [T L T ecion, TG & SHET | DATES 72072 |L0G MwEs 0300401943 | B4 | 1 OF 2
) | ' ' | - o ' - ' o ' . o: ¥transdwg*37006%58%e345gp01 . dgn 05 JUN 2001

@000 6

—A>MNEQ
—APB>MVNEO




